


Lined plug valve

Size

Working pressure

Temperature range

Design and Manufacture

Face to Face

Flange Ends

Visual Inspection
Testing

Pressure & Temperature
Operator Type

Spark testing

15mm-~300mm (0.5"~12")
0.1mbar~16 bar
—20° C ~200° C according

to working conditions, other
temperatures on request.

API 599

ASME B16.10 DIN
3202 JIS B2002

ASME B16.5 DIN 2532
JIS B2212

MSS Sp54
API 598 DIN 12569 JIS B2003
ASME B16.34

Lever/ Gear/
Pneumatic/ Electric

14kv

DOXI

B Lined plug valve

DOXI straight through lined plug valves provide unristricted flow

when fully open, and are also operable in a throttled position.

The moulded liner assure excellent chemical resistance and long
service life.

DOXI products are manufactured using latest production methodology
backed by continuing quality control form raw materials to finish
products to ensure the highest possible quality standards.

Adjusted bolts

Epoxy coating paint

Tightening screw
adjust the seal of
diaphragm and plug
by pressing gasket
in between

»

«

Solid encapsulated
molded plug

»

—»

No cavities

Square doubled ,single
key, double key stem
design are available

PFA reverse lip diaphragm
provides static and self—
adjusting dynamic stem seal

Flange design meets multiple
international standards

«
Lined securely locked into

the body by"T"slots and
locking grooves, completely
encapsulated plug and stem
permits vacuum services
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