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Pipeline Strainer 
 

Conical ( Temporary ) Strainer 
 

 

 

 

 

 

 

Size : 1-1/2” ~ 24” Type : FT1 , FT2 & FT3  

Material –Carbon steel , stainless steel 304 , 316  

Pressure-Temperature Rating- ANSI 150 ~2500 LB  

Special material & sizes upon request  

 
Y Strainer  
 

 

 

 

 

 

 

Size : 1/2” ~ 24” Casted , forged & fabricated  

Material : Carbon steel , stainless steel , alloy steel , 

Teflon lining , FRP , etc . 

Pressure / Temperature Rating : ANSI 150 ~ 2500 LB 

Special material & sizes upon request . 

 
T Strainer  
 

 

 

 

 

 

 

Size : 2” ~ 24” Type: TB , TS , TY & TAM  

Material : Carbon steel , stainless steel 304 , 316  

Pressure-Temperature Rating- ANSI 150 ~2500 LB  

Special material & sizes upon request 

 
 



In-Line Strainer 
 

 

 

 

 

 

 

Size: 2” ~ 8” , Type: ILS 

Material –Carbon steel , stainless steel 304 , 316L  

Pressure-Temperature Rating- ANSI 150 ~300 LB  

Special material & sizes upon request. 

For high flow rate & low pressure loss  

Eye-Nut bolted cover for easy maintenance & 

available for semi-automatic operation  

 

 
Simplex Bucket Strainer  
 

 

 

 

 

 

 

ASME Sec. VIII code design , Casted and fabricated  

Size : 2” ~ 42”  

Material : Carbon steel , stainless steel , alloy steel , 

Teflon lining , FRP , etc . 

Pressure / Temperature Rating : ANSI 150 ~ 2500 LB 

Special material & sizes upon request . 

 

Duplex Bucket Strainer  
 

 

 

 

 

 

 

 

ASME Sec. VIII code design , Casted and fabricated  

Size : 2” ~ 24”  

Material : Carbon steel , stainless steel , alloy steel , 

Teflon lining , FRP , etc . 

Pressure / Temperature Rating : ANSI 150 ~ 600 LB 

Special material & sizes upon request . 

 
Resin Trap 
 

 

 

 

 

 

 

 

Application : Ion exchange columns where potential 

loss of either anion or cation resin may occur . 

Suitable for line sizes up to 14” 

Suitable for flow up to 360 m3/h  

Material Stainless steel 304/ 316 / Hastelloy C-276 , 

Monel , PVDF , Teflon lining , etc.   

 



Process Liquid Filter 
 
Cartridge Filter  
 

 

 

ASME code design with or without stamp . 

Housing-Carbon steel , stainless steel 304 / 316 / 

316L / Teflon lining / FRP  

Cartridges- Melt blown , string wound , pleated  

membrane , resin bonded , stainless steel 316 . 

Size : 3/4” ~ 12”  

Pressure / Temperature rating –ANSI 150- 300 LB  

Special material , pressure / temperature rating , 

accessories , upon request  

 

 
Bag Filter  
 

 

 

 

 

 

 

 

 

 

ASME code design with or without stamp . Single or 

multi-bags type . 

Housing-Carbon steel , stainless steel 304 / 316 / 

316L  

Bags- polyester , propylene, Nomex , nylon ,cleanable 

stainless steel , pleated  etc . 

Size : 3/4” ~ 12”  

Pressure / Temperature rating –ANSI 150- 300 LB  

Special material , pressure / temperature rating , 

accessories , upon request 

 
High Flow Filter  
 

 

 

 

 

 

 

 

 

 

 

 

A combination the features of cartridge filter and 

bag filter , higher efficiency , lower disposal costs , 

lower maintenance costs , smaller filter housing , 

longer filter life , seal better & high dirt holding 

capacity .ASME code design with or without stamp . 

Housing-Carbon steel , stainless steel 304 / 316 / 

316L  

Cartridges- polypropylene , glass fiber , polyester . 

Size : 2” ~ 24”  

Pressure / Temperature rating –ANSI 150- 600 LB  

Special material , pressure / temperature rating , 

accessories , upon request 

 



Process Gas filter 
 
Dry Gas Filter 
 

 

 

 

 

 

 

 

 

 

 

GP series –ASME Sec.VIII , Div. 1 code design , with 

or without stamp . 

Size : 1” ~ 12” 

Pressure / temperature Rating –ANSI 150- 600 LB  

Material : Carbon steel or stainless steel , NACE 

application can also be accommodated  

 

Filter Separator  
 

For high-efficiency separation of both solid and liquid contaminants . 

Build to ASME code with stamp  

Remove solids larger than 0.5~3 microns  

99% and liquid particles 100% of 8 microns and 99% of 0.5~3 microns . 

Metering & regulation stations , compressor stations , natural gas plants , 

Gas distribution systems , etc  

 

 

 

 

 

 

 

 

 

 

 

 

 



Aviation Fuel 
 

Micro-Filter- MF 
 

 

 

 

 

 

 

 

 

 

 

MF Micro filters are used for Jet A1 , JP1 , JP 4 , JP8 , 

Kerosene to remove contaminants within the fuel . . 

Shell design acc. To EI 1596 lately edition  

Filter elements –selected EI 1590 lately approved . 

Surface finish acc. To EI 1541 protective coating . 

Particulates contaminant in the jet fuel products 

after micro-filter is less than 1 mg/ gallon . 

 
Filter Water Separator - FWS 
 

 

 

 

 

 

 

 

 

FWS Filter water separator are used for Jet A1 . 

JP1 , JP4 , JP8 , Kerosene to remove free water 

within the fuel . 

Shell design acc. To EI 1546 lately edition  

Filter elements –selected EI 1581 lately approved . 

Surface finish acc. To EI 1541 protective coating . 

Free water in the jet fuel products after filter water 

separator is less than 15 p.p.m. . 

 
Clay Filter – CLF  
 

 

 

 

 

 

 

 

 

 

 

 

CLF Clay filter is to remove unwanted surface active 

surfactants , colouring and other additives which 

maybe present from refining process or during 

transportation of Jet fuel . 

CLF are normally installed in front of a FWS . 

Internal coating acc. To MIL-C-4566 lately edition 

standard  

Material : carbon steel  

Design pressure / temperature –upon request . 



Self-Cleaning Filter 
 

SCF Scraper Type  
 

 

 

 

 

 

 

 

 

 

 

SCF Self-cleaning filter is designed with wedge ( V ) 

wire screen and self-cleaning by the rotating 

scraper or brush to remove debris on the surface of 

the screen . It works continuous without 

interruption and no maintenance and running parts 

required  

Size: 2” ~ 16” 

Material : Stainless steel 304 , 316L  

Filtration rating : 50 / 100 /150 /200 /300/500 

/800/1000 / 2000 Micron  

Special material , sizes , rating & explosion proof 

grade upon request  

 
ABF Brush Type  
 

 

 

 

 

 

 

 

 

 

ABF Self-cleaning filter is designed with wedge ( V ) 

wire screen and self-cleaning by the rotating brush 

to remove debris on the surface of the screen . It 

works continuous without interruption and no 

maintenance and running parts required  

Size: 8” ~ 24” 

Material : Stainless steel 304 , 316L  

Filtration rating : 200 /300/500 /800/1000 / 2000 

Micron  

Special material , sizes , rating & explosion proof 

grade upon request 

 
ABW Back-Flush Type  
 

 

 

 

 

 

 

 

 

 

 

ABW Self-cleaning filter is designed with 

multi-cartridge wedge ( V ) wire screens and 

self-cleaning by the back-flushing to remove debris 

on the surface of the screen . It works continuous 

without interruption and no maintenance and 

running parts required  

Size: 4” ~ 36” 

Material : Stainless steel 304 , 316L  

Filtration rating : 50/75/100/200/250/300/500 

Micron  

Special material , sizes , rating & explosion proof 

grade upon request 
 



Exclusive distributor
ph: (+61 3) 9764 1149
web: www.razvalve.com


